2 Technical Specifications / RUTHMANN

2.3 Working ranges

The working ranges refer to a rotated working cage.

2.3.1 Working range with fully extended jacks

[ 72m

f—
\q\\

|
—-—
200 ¥9==
N
N

\\\\
—

260 |\<9 ]
|

i
P—t—

w
NO

-
-
| et

/’—_‘—/
—
3]

]
N

-
N
—
—
—
[——

feeet1
c—
NO

oS f= i A 4

e
2

= 8
40 36 322824201612 8 4 0 4 8 1216 20 24 28 32 36 40m

BA.GB.15-23674-06-17-FTAr RUTHMANN-Steiger® TU700 2-9



2 Technical Specifications RUTHMANN

2.3.2 Working range with unilaterally extended jacks within the
vehicle profile
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2 Technical Specifications RUTHMANN

233 Working range with jacks extended on both sides within the
vehicle profile

Sektor "D" Sektor "B"
52m
fETY 48
//_ 44
/ 40
b 36
T 32
Sy 28
/ Ié/ N 24
[ | e 120
NEZa i 6
: < //ﬂ i i %:12
S P8
et | 4
Vi Om
\_; s .

8
3322824201612 8 4 0 4 8 1216 20 24 28 32 36n

+169° +191°
A97° -169° 3
32
T 28
1B 2
20
A 16
Vi "
AT 8
i \ 4
| D_I DI 0
| D] 1 D]
\ m i 4
m 8
) 12
< &
T 20
/B 24
A 28
200 kg || 30
XK WA K 36m
i
24201612 8 40 4 8 1216 20 24m

BA.GB.15-23674-06-17-FTA-jr RUTHMANN-Steiger® TU700 2-11



